Globalplast
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ESPECIFICACIONES PARA TUBOS SEGUN API 15LE

SDR 32.5 SDR 26 SDR 21 SDR 17 SDR 15.5
PE 3608 51 PSI 64 PSI 80 PSI 100 PSI 110 PSI
Presion de Trabajo
PE 4710 63 PSI 80 PSI 100 PSI 125 PSI 138 PSI

N'Zir:::'al Ez’:‘ EDJ;T;& Diam. Int. Diam. Int. Diam. Int Diam. Int Diam. Int. =Y
mm pulg mm i o (T
@ pulg (mm)| Promedio | Promedio m MIN
1/2" 0.840" 21.34 17.08 1.57 17.08 1.57 17.08 1.57 17.08 1.57 17.08 1.57
3/4" 1.050" 26.67 22.41 1.57 22.41 1.57 22.4 1.57 22.4 1.57 221 1.73
1" 1.315" 33.40 2911 1.57 2911 1.57 291 1.60 28.3 1.96 27.9 216
11/4" 1.660" 4216 37.87 1,57 37.8 1.63 37.0 2.01 36.0 2.49 35.6 2.72
11/2" 1.900" 48.26 44.0 1.57 43.4 1.85 42.5 2.29 4.4 2.84 40.9 312
2" 2.375" 60.33 55.5 1.85 54.5 2.3 53.4 2.87 52.0 3.56 51.4 3.89
212" 2.875" 73.00 67.3 2.24 66.2 2.82 64.8 3.48 63.2 4.29 62.3 4.70
3" 3.500" 88.90 82.2 2.74 80.8 3.43 79.2 4.24 77.0 5.23 75.8 5.74
4" 4.500" 114.30 106.0 3.51 104.2 4.39 101.9 5.44 99.0 6.73 97.6 7.37
5" 5.563" 141.30 131.3 4.34 128.9 5.44 126.0 6.73 122.5 8.31 120.6 912
6" 6.625" 168.28 156.4 518 153.5 6.48 1501 8.00 145.8 9.9 143.7 10.85
8" 8.625" 219.08 203.6 6.73 199.8 8.43 195.3 10.44 189.8 12.88 1871 1412
10" 10.750" 273.05 253.8 8.41 249.2 10.49 243.6 13.00 236.7 16.05 233.2 17.63
12" 12.750" 323.85 3011 9.96 295.5 12.45 288.9 15.42 280.7 19.05 276.6 20.90
14" 14.000" 355.60 329.5 10.95 323.4 13.67 3161 16.94 3071 20.93 302.6 22.94
16" 16.000" 406.40 376.6 12.50 369.6 15.62 361.3 19.35 351.0 23.90 345.9 26.21
18" 18.000" 457.20 423.7 14.07 415.8 17.58 406.4 21.77 394.9 26.90 3891 29.49
20" 20.000" 508.00 470.7 15.62 462.0 19.53 451.6 2418 438.8 29.87 432.3 32.77
22" 22.000" 558.80 517.8 17.20 5081 21.49 496.7 26.62 482.7 32.87 475.6 36.04
24" 24.000" 609.60 564.8 18.75 554.3 23.44 541.8 29.03 526.6 35.86 518.8 39.32
26" 26.000" 660.40 611.9 20.32 600.5 25.40 587.0 31.45 570.4 38.84 562.0 42.60
28" 28.000" 711.20 659.0 21.89 646.7 27.36 632.2 33.86 614.3 41.83 605.2 45.87
30" 30.000" 762.00 7061 23.44 692.9 29.31 677.3 36.30 658.2 44.83 648.5 4915
32" 32.000" 812.80 75341 25.02 7391 31.27 722.4 38.71 70241 47.80 691.6 52.45
34" 34.000" 863.60 800.2 26.57 785.3 33.22 767.6 112 745.9 50.80 734.9 55.73
36" 36.000" 914.40 847.3 2814 831.5 3518 812.8 43.54 789.8 53.80 7781 59.00
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ESPECIFICACIONES PARA TUBOS SEGUN API 15LE

SDR13.5 SDR 11 SDR 9.3 SDR 9 SDR7.3 SDR7
PE 3608 128 PSI 160 PSI 193 P 200 PSI 254PS| 267PSI
Presion de Trabajo
PE 4710 160 PSI 200 PSI 241 PS 250 PSI 3H7PSI 333PS
leir:'i'r:'al g:i:: ED):;':;)r Diam. Int. Diam. Int. Diam. Int. Diam. Int. Diam. Int. Diam. Int. !
—— il mm mm mm mm mm mm
@ pulg (mm)| Promedio | Promedio m m
112" 0.840" 21.34 174 157 16.4 1.03 15.6 2.20 15.5 2.36 14.4 2.92 141 3.05
34 1.050" 26.67 216 1.98 20.7 2.41 19.8 2.87 19.6 2.97 18.2 Bl66 17.9 3.81
1 1.315" 33.40 273 2.46 26.2 3.05 251 3.58 24.8 3.7 23.0 4.57 226 478
114 1.660" 4216 34.8 312 333 3.84 319 4.52 316 4.67 201 5.77 28.6 6.02
112" 1.900" 48.26 30.9 3.58 38.3 4.39 365 518 361 5.36 33.3 6.60 327 6.88
2 2.375' 60.33 50.2 4.47 479 5.49 456 6.48 451 6.71 a7 8.26 40.9 8.61
21)2' 2.875' 73.00 60.7 5.4 58.0 6.63 55.2 7.85 54.7 810 50.4 10.01 495 10.44
3 3.500" 88.90 74.0 6.58 706 8.08 67.3 9.55 66.6 9.88 61.4 1247 60.3 12.70
Y 4.500" 114.30 951 8.46 90.8 10.39 86.6 12.29 85.6 12,70 79.0 15.65 775 16.33
5 5.563" 141.30 177 10.46 112.3 12.85 107.0 1519 105.9 15.70 7.7 19.35 95.9 2019
6 6.625' 168.28 1401 12.47 133.8 15.29 1275 18.08 1261 18.69 116.3 23.06 1144 24.03
8" 8.625" 219.08 182.3 16.23 1741 19.91 166.0 2355 | 164.2 2433 | 1515 3002 | 1486 | 31.29
10" 10.750" | 273.05 227.4 2022 | 271 24.82 206.9 2036 | 2047 | 3033 | 188.9 37.41 1853 | 39.01
12! 12.750" | 323.85 2697 | 2398 | 2575 20.44 2454 | 3482 | 2428 | 3599 | 2240 | 4437 2198 | 46.25
14 14.000" | 355.60 2050 | 2634 | 2816 32.33 2683 | 3823 | 2655 | 39.52 244.9 4872 | 2402 | 50.80
16" 16.000" | 406.40 3372 3010 321.8 36.96 3067 | 4369 | 3034 | 4516 279.8 5568 | 2745 | 58.06
18" 18.000" | 457.20 3793 | 33.86 | 3621 41.55 3451 4915 344 50.80 314.8 6264 | 3089 | 6530
20" 20.000" | 508.00 4214 37.62 4023 | 4618 3833 | 5464 | 3793 | 5644 | 3498 | 69.60 | 3432 | 7257
22" 22.000" | 558.80 4635 | 4140 4425 50.80 47 6010 7.2 62.08 384.8 76.56 3775 | 79.83
24" 24.000' | 609.60 5057 | 4516 482.7 55.42 460.0 | 6556 | 4551 67.74 #19.8 8352 | 4118 8710
26" 26.000" | 660.40 547.9 48.92 5229 | 60.05 4984 | 7102 4944 | 7338 ; ; ; ;
28" 28.000" | 711.20 500.0 | 5268 563.2 | 64.64 536.7 | 76.48 533.7 | 79.02 ; ; ; ;
30" 30.000" | 762.00 6321 56.44 | 6034 | 69.27 5750 | 81.94 573.0 84.66 ; ; ; ;
32" 32.000' | 812.80 674.3 60.20 6436 | 73.89 ; - E ] ; ; ; ]
34 34000 | 863.60 716.4 63.98 683.9 | 7851 ; ; ; i ] } } _
36" 36.000" | 914.40 7586 | 67.74 7241 8313 ; ; E ; i ] ) -




